SCHEDULE - B

Name of work: Modification& repairing of Toilet block for CISF Barrack at Port Colony, Vadinar

Item no |Descreption Qty rate in fig Rate in words Unit Amount
1 Earth work in excavation by mechanical means (Hydraulic excavator) /manual
means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm
on plan), including dressing of sides and ramming of bottoms, lift upto 1.5 m,
including getting out the excavated soil and disposal of surplus
excavated soil as directed, within a lead of 50 m.
30.30 m3
2 Filling available excavated earth (excluding rock) in trenches, plinth, sides of
foundations etc. in layers not exceeding 20cm in depth, consolidating each
deposited layer by ramming and watering, lead up to 50 m and lift upto 1.5 m.
30.30 m3
3 Providing and laying in position cement concrete of specified grade excluding the
cost of centering and shuttering - All work up to plinth level :1:4:8 (1 Cement : 4
coarse sand : 8 graded stone aggregate 40 mm nominal size)
6.74 m3
4 Random rubble masonry with hard stone in foundation and plinth including
levelling up with cement concrete 1:6:12 (1 cement : 6 coarse sand : 12 graded
stone aggregate 20 mm nominal size)
upto plinth level with :Cement mortar 1:6 (1 cement : 6 coarse sand) 15.77 m3
5 Reinforced cement concrete work in beams, suspended floors, roofs having
slope up to 15° landings, balconies, shelves, chajjas, lintels,bands, plain window
sills, staircases and spiral stair cases above plinth level up to floor five level,
excluding the cost of centering, shuttering,finishing and reinforcement, with
1:1.5:3 (1 cement : 1.5 coarse sand : 3 graded stone aggregate 20 mm nominal
size). 11.53 m3
6 Steel reinforcement for R.C.C. work including straightening, cutting,bending,
placing in position:Thermo-
Mechanically Treated bars of grade Fe-500D
or more. 1,261.75 Kg
7 Centering and shuttering including strutting,
propping etc. and removal of form for all heights :b)Lintels, beams, plinth beams,
girders, bressumers
and cantilevers 30.68 m2
8 Centering and shuttering including strutting, propping etc. and removal of form for
all heights
:b)Suspended floors, roofs, landings, balconies and access platform 51.82 m2
9 Brick work with common burnt clay F.P.S. (non
modular) bricks of class designation 7.5 in superstructure above plinth level up to
floor five level in cement mortar.Cement mortar 1:6 (1 cement : 6 coarse sand)
23.58 m3
10 Half brick masonry with common burnt clay F.P.S. (non modular) bricks of class
designation 7.5 in foundations and plinth in:
28.80 m2
11 15 mm cement plaster on rough side of single or half
brick wall finished with a floating coat of neat cement of mix
:1:4 (1 cement: 4 fine sand) 120.68 m2
12 Finishing with Deluxe Multi surface paint system for interiors and exteriors using
Primer as per manufacturers specifications :Two or more coats applied on walls
@ 1.25 Itr/10 sqm over and including one coat of Special primer applied @0.75 ltr
/10 sqm , 120.68 m2




13

12 mm cement plaster finished with a floating coat of neat cement of mix :1:4 (1
cement: 4 fine sand)

114.35

m2

14

Providing and laying rectified Glazed Ceramic floor tiles of size 300x300 mm or
more (thickness to be specified by the manufacturer), of 1st quality conforming to
IS : 15622, of approved make, in colours White,lvory, Grey, Fume Red Brown,
laid on 20 mm thick cement mortar 1:4 (1 Cement: 4 Coarse sand), jointing with
grey cement slurry @ 3.3kg/sgm including grouting the joints with white cement
and

matching pigments etc., complete.

44.60

m2

15

Providing and fixing Ist quality ceramic glazed wall tiles conforming to IS: 15622
(thickness to be specified by the manufacturer), of approved make, in all colours,
shades except burgundy, bottle green,

black of any size as approved by Engineer-in-Charge, in skirting, risers of steps
and dados, over 12 mm thick bed of cement mortar 1:3 (1 cement : 3 coarse
sand) and jointing with grey cement slurry @ 3.3kg per sqm, including pointing in
white cement mixed with pigment of matching shade complete.

149.80

m2

16

Distempering with dry distemper of approved brand and manufacture (two or
more coats) of required shade on new work, over and including water thinnable
priming coat to give an even shade.

114.35

m2

17

Providing and fixing white vitreous china pedestal type water closet (European
type) with seat and lid, 10 litre low level white vitreous china flushing cistern &
C.P. flushbend with fittings & C.I. brackets, 40 mm flush bend,overflow
arrangement with specials of standard makeand mosquito proof coupling of
approved municipal design complete, including painting of fittings and brackets,
cutting and making good the walls and floors wherever required :W.C. pan with
I1SI marked white solid plastic seat and lid

1.00

No

18

Providing and fixing wash basin with C.I. brackets, 15 mmC.P. brass pillar taps,
32 mm C.P. brass waste of standard pattern, including painting of fittings and
brackets,cutting and making good the walls wherever require:White Vitreous
China Wash basin size 630x450 mm with a single 15 mm C.P. brass pillar tap

4.00

No

19

Providing and fixing mirror of superior glass (of approved quality) and of required
shape and size with plastic moulded frame of approved make and shade with 6
mm thick hard board backing :Circular shape 450 mm dia

4.00

No

20

Providing and placing on terrace (at all floor levels) polyethylene water storage
tank, 1S : 12701 marked, with cover and suitable locking arrangement and
making necessary holes for inlet, outlet and overflow pipes but without fittings and
the base support for tank.

1,500.00

Ltr

21

Providing and fixing water closet squatting pan (Indian type W.C. pan ) with 100
mm sand cast Iron P or S trap, 10 litre low level white P.V.C. flushing cistern,
including flush pipe, with manually controlled device (handle lever) conforming to
IS : 7231, with all fittings and fixtures complete, including cutting and making
good the walls and floors wherever required:White Vitreous china Orissa
pattern W.C. pan of size 580x440 mm with integral type foot rests

4.00

No




22 (i) |Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes, having thermal
stability for hot & cold water supply, including all CPVC plain & brass threaded
fittings, including fixing the pipe with clamps at 1.00 m spacing. This includes
jointing of pipes & fittings with
onestep CPVC solvent cement and testing of joints complete as per direction of
Engineer in Charge. 15 mm nominal outer dia Pipes
61.19 Mtr
(ii) 25 mm nominal outer dia Pipes 25.60 Mtr
(iii) |50 mm nominal outer dia Pipes 5.00 Mtr
23 Providing and fixing brass bib cock of approved quality :15 mm nominal bore
10.00 No
24 Providing and fixing brass stop cock of approved quality :15 mm nominal bore
8.00 No
25 Providing and fixing gun metal gate valve with C.I. wheel of approved quality
(screwed end) :50 mm nominal bor 1.00 No
26 Providing and fixing ISI marked oxidised M.S. tower bolt black finish, (Barrel type)
11.00 No
27 Providing and fixing ISi marked oxidised M.S. door latches conforming to 1S:5930
22.00 No
28 Providing and fixing ISI marked oxidised M.S. handles conforming to 1S:4992
22.00 No
29 P & F. nahani Trap grating 100 mm dia
5.00 No
30 Providing precast cement concrete Jali 1:2:4 (1 cement : 2 coarse sand : 4
graded stone aggregate 6mm nominal size), reinforced with 1.6 mm dia mild
steel wire, including centering and shuttering,roughening cleaning, fixing and
finishing with cement mortar 1:3 (1 cement: 3 fine sand) etc. complete, excluding
plastering of the jambs,sills and
soffits.40 mm thick 1.35 m2




31

Providing and fixing white vitreous china flat back or wall corner type lipped
front urinal basin of 430x260x350 mm and 340x410x265 mm sizes respectively
with with standard flush pipe and C.P. brass spreaders with brass unions and G.|
clamps complete, including painting of fittings and brackets, cutting and making
good the walls and floors wherever required.

4.00

No

32

Constructing brick masonry road gully chamber 50x45x60cm with bricks in
cement mortar 1:4 (1 cement : 4 coarsesand) including 500x450 mm pre-cast
R.C.C. horizontal grating with frame complete as per standard design :With
common burnt clay F.P.S. (non modular) bricks of class designation 7.5

No

33

Constructing brick masonry manhole in cement mortar 1:4 ( 1 cement : 4 coarse
sand ) with R.C.C. top slab with1:2:4 mix (1 cement : 2 coarse sand : 4 graded
stone

aggregate 20 mm nominal size), foundation concrete 1:4:8 mix (1 cement: 4
coarse sand : 8 graded stone aggregate 40 mm nominal size), inside plastering
12 mm thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with
floating coat of neat cement and making channels in cement concrete 1:2:4 (1
cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size) finished
with a floating coat of neat cement complete as per standard design. Inside size
90x80 cm and 45 cm deep including C.I. cover with frame (light duty)
455x610 mm internal dimensions, total weight of cover and frame to be not
less than 38 kg (weight of cover 23 kg and weight of frame 15 kg) :With
common burnt clay F.P.S. (non modular) bricks of class designation

7.5

5.00

No

34

Providing & Fixing of uPVC pipes (working pressure 4 kg / cm2 ) Single socketed
pipe size 110 mm dia including excavation & refilling

240.00

Mtr

35

Providing wood work in frames of doors, windows, clerestory windows and
other frames, wrought framed and fixed in position with hold fast lugs or with
dash fasteners of required dia & length ( hold fast lugs or dash fastener shall be
paid for separately):Second class teak woo

0.038

m3

36

24 mm thick factory made PVC door shutters made of styles and rails of a uPVC
hollow section of size 59x24 mm and wall thickness 2 mm (+0.2 mm) with inbuilt
edging on both sides. The styles and rails mitred and joint at the corners by
means of M.S. galvanised/ plastic brackets of size 75x220 mm having wall
thickness 1.0 mm and stainless steel screws. The styles of the shutter reinforced
by inserting galvanised M.S. tube of size 20x20 mm and 1 mm (+ 0.1 mm) wall
thickness. The lock rail made up of 'H' section, a uPVC hollow section of size
100x24 mm and 2 mm (+ 0.2 mm) wall thickness, fixed to the shutter styles by
means of plastic/galvanised M.S. 'U' cleats. The shutter frame filled with a uPVC
multi-chambered single panel of size not less than 620 mm, having over all
thickness of 20 mm and 1 mm (+ 0.1 mm) wall thickness. The panels filled
vertically and tie bar at two places by inserting horizontally 6 mm galvanised M.S.
rod and fastened with nuts and washers, complete as per manufacturer's
specification and direction of Engineer-in-charge. (For W.C. and bathroom door

14.00

m2




37

Providing and fixing factory made uPVC door frame made of uPVC extruded
sections having an overall dimension as below (tolerance x1mm), with wall
thickness 2.0 mm (+ 0.2 mm), corners of the door frame to be Jointed with
galvanized brackets and stainless steel screws,joints mitred and Plastic welded.
The hinge side vertical of the frames reinforced by galvanized M.S. tube of size
19 X 19 mm and Imm (+ 0.1 mm) wall thickness and 3 nos. stainless steel
hinges fixed to the frame complete as per manufacturer’s specification and
direction of

Engineer-in-charge:Extruded section profile size 48x40 mm

46.00

Mtr

38

Demolishing cement concrete manually/ by mechanical means including disposal
of material within 50 metres lead as per direction of Engineer - in -
charge.:Nominal concrete 1:3:6 or richer mix (i/c equivalent design mix)

0.77

m3




