
In Fig. In word In Fig. In word
1 Earth work in excavation by mechanical means (Hydraulic excavator) /manual

means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on
plan), including dressing of sides and ramming of bottoms, lift upto 1.5 m, including
getting out the excavated soil and disposal of surplus excavated soil as directed,
within a lead of 50 m.All kinds of soil 

5658.00 m3 Cubic Metre

2 Providing and laying in position cement concrete of specified grade excluding the
cost of centering and shuttering - All work up to plinth level :

1:4:8 (1 Cement : 4 coarse sand : 8 graded stone
aggregate 40 mm nominal size)

139.80 m3 Cubic Metre

3 Demolishing cement concrete manually/ by mechanical means including disposal of
material within 50 metres lead as per direction of Engineer -
in - charge. Nominal concrete 1:3:6 or richer mix (i/c equivalent design mix) 37.50 m3 Cubic Metre

4 Demolishing stone rubble masonry manually/ by mechanical means including
stacking of serviceable material and disposal of unserviceable material
within 50 metres lead as per direction of Engineerin- charge :In cement mortar 120.00 m3 Cubic Metre

5 Disposal of building rubbish / malba / similar unserviceable, dismantled or waste
materials by mechanical means, including loading, transporting, unloading to
approved municipal dumping ground or as approved by Engineer-in-charge, beyond
50 m initial lead, for all leads including all lifts involved.

157.50 m3 Cubic Metre

6 Dismantaling of existing manhole chamber & removing of unwanted material from
site upto 5 km. 150.00 each each

Name of work : Special Repair to storm water drain & sewage drainage line in FCI & KDLB colony Gopalpuri.

Schedule-B

Description of Item Total Qty.Sr. No. Amount
Unit Rate



7 Providing and laying non-pressure NP2 class (light duty) R.C.C. pipes with collars
jointed with stiff mixture of cement mortar in the proportion of 1:2 (1 cement : 2 fine
sand) including testing of joints etc.complete : 700 mm dia. R.C.C. pipe

1067.00 metre metre

8 Providing and laying non-pressure NP2 class (light duty) R.C.C. pipes with collars
jointed with stiff mixture of cement mortar in the proportion of 1:2 (1 cement : 2 fine
sand) including testing of joints etc. complete :

A 150 mm dia. R.C.C. pipe 185.00 metre metre
B 250 mm dia. R.C.C. pipe 200.00 metre metre
C 300 mm dia. R.C.C. pipe 490.00 metre metre
9 Constructing brick masonry circular manhole 1.22 m internal dia at bottom and 0.56

m dia at top in cement mortar 1:4 (1 cement :4 coarse sand) inside cement plaster
12 mm thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with a
floating coat of neat cement foundation concrete 1:3:6 (1 cement : 3 coarse sand : 6
graded stone aggregate 40 mm nominal size) and making necessary channel in
cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20
mm nominal size) finished with a floating coat of neat cement, all complete as per
standard design :

20.00 each each

1.68 m deep with SFRC Cover and frame (heavy duty HD- 20 grade designation)
560 mm internal diameter conforming to I.S. 12592, total weight of cover and frame
to be not less than 182 kg. fixed in cement concrete 1:2:4 (1 cement : 2 coarse sand
: 4 graded stone aggregate 20 mm nominal size) including centering, shuttering all
complete. (Excavation, foot rests and 12 mm thick cement plaster at the external
surface shall be included in the item) With Sewer bricks conforming IS : 4885.

0

10 Extra depth for circular type manhole 1.22 m internal dia (at bottom) beyond 1.68 m
to 2.29 m :With Sewer bricks conforming IS : 4885

20.00 meter meter



11 Constructing brick masonry manhole in cement mortar 1:4 ( 1 cement : 4 coarse
sand ) with R.C.C. top slab with 1:2:4 mix (1 cement : 2 coarse sand : 4 graded
stone aggregate 20 mm nominal size), foundation concrete 1:4:8 mix (1 cement : 4
coarse sand : 8 graded stone aggregate 40 mm nominal size), inside plastering 12
mm thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with floating
coat of neat cement and making channels in cement concrete 1:2:4 (1 cement : 2
coarse sand : 4 graded stone aggregate 20 mm nominal size) finished with a
floating coat of neat cement complete as per standard design :Inside size 90x80 cm
and 45 cm deep including C.I. cover with frame (light duty) 455x610 mm internal
dimensions, total weight of cover and frame to be not less than 38 kg (weight of
cover 23 kg and weight of frame 15 kg) :With Sewer bricks conforming to IS : 4885

100.00 each each

12 Extra for depth for manholes : Size 90x80 cm,With Sewer bricks conforming to IS :
4885 10.00 meter meter

13 Constructing brick masonry manhole in cement mortar 1:4 ( 1 cement : 4 coarse
sand ) with R.C.C. top slab with 1:2:4 mix (1 cement : 2 coarse sand : 4 graded
stone aggregate 20 mm nominal size), foundation concrete 1:4:8 mix (1 cement : 4
coarse sand : 8 graded stone aggregate 40 mm nominal size), inside plastering 12
mm thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with floating 

10.00 each each

14 Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes, having thermal
stability for hot & cold water supply including all CPVC plain & brass threaded
fittings This includes jointing of pipes & fittings with one step CPVC solvent cement,
trenching, refilling & testing of joints complete as per direction of Engineer in
Charge. 

150 mm nominal inner dia Pipes

681.00 R.M.T R.M.T

15 Filling available excavated earth (excluding rock) in trenches, plinth, sides of
foundations etc. in layers not exceeding 20cm in depth, consolidating each
deposited layer by ramming and watering, lead up to 50 m and lift upto 1.5 m. 

5658.00 m3 Cubic Metre

16 Supplying and filling in plinth with sand under floors, including watering, ramming,
consolidating and dressing complete. 259.20 m3 Cubic Metre



17 Structural steel work riveted, bolted or welded in built up sections,trusses and
framed work, including cutting, hoisting, fixing in position and applying a priming
coat of approved steel primer all complete.

4000.00 kg Kilogram

18 Providing and fixing on wall face unplasticised Rigid PVC rain water pipes
conforming to IS : 13592 Type A, including jointing with seal ring conforming to IS :
5382, leaving 10 mm gap for thermal expansion,(i) Single socketed pipes.

a)  110 mm diameter 400.00 meter meter
b) 75 mm diameter 400.00 meter meter

19 Providing and fixing concertina coil fencing with punched tape concertina coil 600
mm dia 10 metre openable length ( total length 90 m), having 50 nos rounds per 6
metre length, upto 3 m height of wall with existing angle iron 'Y' shaped placed 2.4
m or 3.00 m apart and with 9 horizontal R.B.T. reinforced barbed wire, stud tied with
G.I. staples and G.I. clips to retain horizontal, including necessary bolts or G.I.
barbed wire tied to angle iron, all complete as per direction of Engineer-in-charge,
with reinforced barbed tape(R.B.T.) / Spring core (2.5mm thick) wire of high tensile
strength of 165 kg/ sq.mm with tape (0.52 mm thick) and weight 43.478 gm/ metre (
including cost of M.S. angle)

1900.00 R.M.T R.M.T

20 Providing and laying factory made chamfered edge Cement Concrete paver blocks
In foot path, park & lawns driveway or light & traffic parking etc. of required strength,
thickness & size/ shape, made by table vibratory method using PU mould, laid in
required colour & pattern over 50mm thick compacted bed of course sand,
compacting and proper embedding/laying of inter locking paver blocks into the sand
bedding layer through vibratory compaction by using plate vibrator, filling the joints
with sand and cutting of paver blocks as
per required size and pattern, finishing and sweeping extra sand, all complete as
per manufacturer's specifications & direction of Engineer-in-Charge.

60mm thick Cement concrete paver block of M-35 grade with approved colour,
design & pattern.

1740.00 m2 Square Meter

21 Finishing walls with textured exterior paint of required shade :New work (Two or
more coats applied @ 3.28 ltr/10 sqm) over and including priming coat of exterior
primer applied @ 2.20kg/10 sqm.

3800.00 m2 Square Meter



22 Finishing with Deluxe Multi surface paint system for interiors and exteriors using
Primer as per manufacturers specifications :Painting Steel work with Deluxe Multi
Surface Paint to give an even shade. Two or more coat applied @ 0.90 ltr/ 10 sqm
over an under coat of primer applied @ 0.80 ltr/ 10 sqm of approved brand and
manufacture.

318.00 m2 Square Meter

23 Brick work with common burnt clay modular bricks of class designation 7.5 in
foundation and plinth in:Cement mortar 1:4 (1 cement : 4 coarse sand)

483.00 m3 Cubic Metre

24 12 mm cement plaster of mix : 1:4 (1 cement: 4 fine sand) 2190.00 m2 Square Meter
25 Providing and laying in position machine batched and machine mixed design mix M-

25 grade cement concrete for reinforced cement concrete work, using
cement content as per approved design mix,including pumping of concrete to site of
laying but excluding the cost of centering,shuttering, finishing and reinforcement,
including admixtures in recommended proportions as per IS: 9103 to accelerate,
retard setting of concrete, improve workability without impairing strength and
durability as per direction of Engineer-in-charge.“(Note :- Cement content
considered in this item is @ 330 kg/cum.“Excess/ less cement used as per design
mix is payable/recoverable separately).All works upto plinth level

38.10 m3 Cubic Metre

26 Steel reinforcement for R.C.C. work including straightening, cutting,bending, placing
in position,Thermo-Mechanically Treated bars of grade Fe-500D or more.

4572.00 kg Kilogram

27 Centering and shuttering including strutting, propping etc. and removal of form for
all heights :

a Foundations, footings, bases of columns, etc. for mass concrete 18.90 m2 Square Meter
28 Centering and shuttering including strutting, propping etc. and removal of form for

all heights
180.00 m2 Square Meter

a Walls (any thickness) including attached pilasters, butteresses, plinth and string
courses etc.
a) RCC Wall

29 Centering and shuttering including strutting, propping etc. and removal of form for
all heightsSuspended floors, roofs, landings, balconies and access platform 45.00 m2 Square Meter



30 Providing and placing in position 100 mm thick factory made machine batched &
machine mixed Precast RCC Rectangular Covers on drains of footpath of various
sizes, of M-25 grade cement concrete for RCC work, including cost of centering,
shuttering, reinforcement of 8 mm dia TMT bars of Fe 500 grade @ maximum
100mm c/c on both ways , neat cement punning on finished surface, properly
encased on all edges with 1.6 mm thick , 100 mm wide MS sheet duly painted over
priming coat , reinforcement to be welded at edges with MS sheet and providing 2
Nos. 12 mm dia bar for hooks etc i/c cost of cartage, all leads & lift, handling at site
etc. all complete as per direction of Engineer-in-Charge

975.00 m2 Square Meter

Total

Contractor Executive Engineer (TD)


